
����������	��
���
����
����������������
 

Product performance is affected by many factors, including storage, method and conditions of application and use. User testing is ESSENTIAL to determine suitability of 
product for intended method of application and use. Target’s SOLE WARRANTY is that the product has been manufactured to specifications. No oral or written 
information or advice shall increase this warranty or create new warranties. Target’s SOLE LIABILITY is to replace product proved defective. In no event shall Target be 
liable for any consequential, indirect or other damages whether arising from negligence or otherwise. 
 

TARGET is a registered trade-mark of Tegrat Holdings Ltd. Target Products Ltd. is an authorized licensee. 
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PRODUCT DESCRIPTION 
GU (formerly T-10) – General use 
cement, suitable for all applications where 
the special properties of any other type of 
Portland Cement is not required. 

HE (formerly T-30) – High early strength 
cement for use where high early strengths 
are required. 

TARGET® Portland Cement is a high 
quality, cost-effective basic building material used in virtually all forms of construction, from 
hospitals and homes to schools, tunnels and airports. TARGET Portland Cement meets or 
exceeds all applicable chemical and physical requirements of ASTM C 150 and CSA A3000-
03 (formerly A5-98). 

BASIC USE 
Portland Cement is a cost-effective basic building material. It can be used in a wide variety 
of commercial and architectural concrete construction applications. Uses include cast-in-
place, pre-cast, tilt-up, water tanks, drains, bridges, roads, pipes, concrete masonry units, 
pre-stressed concrete members, masonry mortars and grouts. 

TECHNICAL DATA 
Portland Cement meets or exceeds all applicable chemical and physical requirements of 
ASTM C 150 and CSA A3000-03 (formerly A5-98). 

PRECAUTIONS 
Direct contact with wet cement should be avoided. If contact occurs, the skin should be 
washed with water as soon as possible. Exposure can cause serious, potentially irreversible 
tissue destruction in the form of chemical (caustic) burns. If cement gets into the eyes, 
immediately rinse thoroughly with water and seek medical attention. For more information, 
reference the applicable Material Safety Data Sheet (MSDS).  

USE AND LIMITATIONS 
TARGET manufactures all products in accordance with strict QA/QC (quality assurance and 
quality control) procedures to ensure optimum product performance and uniformity. 
However, there are many variables that affect concrete performance that are beyond the 
control of the cement manufacturer. Good concreting practices in accordance with the 
American Concrete Institute, The National Building Code, Provincial, Municipal and other 
local building codes are required to achieve desired results.  

Skilled persons should use these products with special attention given to formwork, 
batching, mixing, placing, finishing and curing. In most applications, quality aggregates, 
admixtures and additives should be utilized. 

 


