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- is a graded sand blended with a high

performance binder specifically designed for filling joints between interlocking pavers, brick, patio
block, and natural stone. Applied dry, once placed and dampened, EARTH ESSENTIALS
Polymeric Jointing Sand hardens to lock pavers and stone in place providing a durable, erosion

and traffic resistant paver joint..

Used for:
e Patios
e Sidewalks

* Driveways

Features:

* Heavy duty formula ideal for high
traffic areas

* Resists erosion
* Resists weed growth and insects

* For new Joints or replacement of
existing joints

Mfr. No. 137558
Ship Wt. 18 kg bag - 56 bags/pallet

EarthEssentials Polymeric Jointing Sand Calculator

Calculateur de Sable Polymére de Jointement EarthEssentials

m? 1,5
(ft?) (16)

No. of 18,1 kg (40 Ib) bags / de sacs

59
(64)

9,2
(100)

13,3
(144)

37,2
(400)

6 mm (1/4 in) thick / épais 2 3 5 12

12 mm (1/2in) thick / épais 4 6 8

25 mm (1 in) thick / épais 7 10 14

50 mm (2 in) thick / épais 3 10 16 23

“Basé sur le format standard de briques de 50 mm x 100 mm x 200 mm (2 po x 4 po x 8 po). L'utilisation sera différente pour les briques de diffé

“Based on standard 50 mm x 100 mm x 200 mm (2in x 4in x 8 n) brick. Usage will be different for other brick sizes. Al yields are approximate and do not include allowance for waste,

uneven joint width, etc.

grosseurs. Tous les
sont approximatifs et ne comprennent pas les allocations pour les surplus, largeur inégale du joint, etc.
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